®800

480 290 360 | 290 |
420 110__110
150
FL 60x6
rl’(_G 1/2 DIN 1017
| |=— | |=— | |
R o .
R o |
G 1% $ i\
CAB-manhole '\_VESSel plafe
1 __ _ _ | _ _ _ I~ ) _ __ - L
- — longitudinal
seam
100 R 15 150
) TN S 77>
Q‘:‘l' G1/2 ; ) 2= =
K | vent drillt s6—1| | |J
M | |
0 | | ~
210 ‘ 140 ‘ 270 800 |
220 1680 220 . 870 !
SEAMS (unless otherwise indicated on drawing):
2120 Lengitudinal socket-/flangeweldings circumferential seams
sean D Trhneat ot hottome ZZS NN
m 35x wacl{lh?i:m:ss of bottoms
ZZN
pressure variafion :
pressure swing 0-11 bar max. operations 1.000
infinite operation of pressure swing within 207 of 11 bar
operational characteristics / calculation characteristics :
volume V (litre) : 1000
max. working pressure PS (bar) : 11
test pressure PT (bar) : 15,73
min. working temp. TS (°C) 0 =20
0AB 51 - manhale lack 320/420 max. working temp TS (°C) : 50
tested components fluid : compressed air / nitregen (fluid group 2)
. location : inside and outside building possible
socket welding -
coating :
drain and pluq socket = inside:  raw or: inside:  hot dip galvanized
inside flush LLLLI outside : primed (if costumer wishes lacquered) =~ oufside: hot dip galvanized
manufacruring and resrting
| | acc. to PED 2014 / 68 / EU - AD 2000
! conformity benchmark :
| L fluid group : 2 cafegorie : IV
! diagram : 2 module * H1
| f S scale : s Maschinen- description :
our no. : - und Behélterbau )
orderno. - Gbl] pressure vessel horizontal
date| mame
used for : M+B Standardvessel compL 2206205 |cW_ 1 O O O l 1 1 ba r
weight : ca.300 kg appr.| 22062005 | A4t .
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