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SEAMS (unless otherwise indicated on drawing):
2120 Lengitudinal socket-/flangeweldings circumferential seams
seam beadseams only up to 8mm
waclllHI;ircill:‘n:ss of bottoms m
m 35x wal{ thickness of bottoms
ZZSXN
pressure variafion :
pressure swing 0-11 bar max. operations 1.000
infinite operation of pressure swing within 207 of 11 bar
operational characteristics / calculation characteristics :
volume V (litre) : 1000
max. working pressure PS (bar) : 11
test pressure PT (bar) : 15,73
min. working temp. TS (°C) 0 =20
max. working temp TS (°C) : 50
fluid : compressed air / nitregen (fluid group 2)
socket welding OAB 51 - handhole lock 100/150 loca’rio‘n : inside and oufside building possible
. tested companents coating :
drain and plug sockef inside:  raw o inside - hof dip galvanized
inside flush outside : primed (if costumer wishes lacquered) =~ outside: hot dip galvanized
manufacruring and resrting
| acc. to PED 2014 / 68 / EU - AD 2000
! conformity benchmark :
| £ fluid group : 2 cafegorie : IV
Z@ : &Z diagram : 2 module * H1
i i scale : 112.5 Maschinen. description :
our no. : - und Behélterbau

/ )&/ e Bual pressure vessel horizontal
1a rubber gaskef up to 70°C 82 usedfor:  M+B Standardvessel datel name 1000[ M bar
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