2000

1000
830 | 1000
380 | 830
G1G2 G2
-1 [ _541 £Bx £3x .4»4| -
| | |
vessel plate
G1/2 G1/2
1500 |
o |
A, 2 I I R I
®
G1% 300 CAB-manhole 250 G1%
320 x 420 R24
\1.. —— —
Ny vent drill @8
&7 [5G 2x | G 2x G 2x \GZX y | G 2x
h h i ]
120‘ 515 ‘ 715 ‘ T15 ‘ 515 120 SE@AMS (unless otherwise indicated on drawing):
' ' ' ' ' longitudinal socket-/flangeweldings circumferential seams
380 2580 380 sean UL SN
430 3340 430 CZZ7Q7772 35 x wall Ihickness of bottons
rrrs. NN\
4200 —
G 2x<G 2 galva.~socket | pressure variation :
: socket welding OAE: 51 - ma“hOletIOCk 320/420 pressure swing 0-11 bar max. operations 1.000
drain and plug socket fested companents infinite operation of pressure swing within 20% of 11 bar
inside flush operational characferlshcs / calculation characteristics :
[’é volume V (litre) : 8000
| 20 max. working pressure PS (bar) : 11
! test pressure PT (bar) : 15,73
| j min. working temp. TS (°C) ;=10
A . max. working temp TS (°C) : 50
longitudinal 2 | i \Z A fluid : compressed air (fluid group 2)
seam t ~= lacation : inside and oufside building possible
j;’“m coafing :
inside :  hot dip galvanized
T oufside : hot dip galvanized
. L manufacruring and resting
carrier eye acc. to PED 2014 / 68 / EU - AD 2000
conformity benchmark :
S far r gasket up to 70° fluid group : 2 categorie : IV
S diagram . 2 module : H1
scale : 1:22.5 Maschinen. description :
our no. : - und Behélterbau
o 8 .
N
b= 16 ar o - Gunb pressure vessel horizontal
date| mame
510 used for : M+B Standardvessel compL| 26.06.205 CW’ 8000 l 11 bal"
weight : €a.1530 kg appr.|24.06.2015 et .
150 <heet : 1 follow protection mark acc. to DIN 34 drawing no. : revision :
I 1 : Betzdorfer Str. 170
P 57667 Daaden MB 020102-1.8000V/E
Tel. 02743/9330-12 ; P P date of revision :
date of plot : 24.06.2015 Fax 02743/3685 drawing no. of design inspection 24.06.2015
I : www.mabe.d —
file : ENG-010810 Eﬁﬁ;ﬁtcad@xb:d: MB 020102_1 ;:v&n{:)nonly




