830

380

280

120

[

1420

830

vessel plate

G1/2 G1/2
O0AB-manhole
/%320 x 420
|
(=]
A, s N I 4070 W
s |
G1% 300 250 G1%
R24
\1.. —_— N
Ny vent drill 8—
Y \GZ! | G 2x {‘ x | G 2x
h h N
G 2x=G 2 galva.-socket ‘ ‘ ‘
120 620 900 620 120
. . . ' SEAMS (unless otherwise indicated on drawing):
350 2140 350 longitudinal socket-/flangeweldings circumferential seams
Seam beadseams only up to 8mm
walllﬂl;lc_kness of bottoms m
430 2840 430 77772 35 x wall Fhickness of bottos
. ZZ XN
pressure variation :
socket weldin ?éthEJ Eo”':‘a::zl:é“k 3207420 pressure swing 0-11 bar max. operations 1.000
drain and plug socket P infinite operation of pressure swing within 20% of 11 bar
inside flush operational characteristics / calculation characteristics :
volume V (litre) : 7000
| max. working pressure PS (bar) : 11
) test pressure PT (bar) : 15,73
| j min. working temp. TS (°C) ;=10
. max. working temp TS (°C) : 50
2 | i \ 2 fluid : compressed air/nitragen (fluid group 2)
longitudinal t location : inside and outside building possible
seam coafing :
inside :  hot dip galvanized
T oufside : hot dip galvanized
carrier eve manufacturing and fesfting
acc. to PED 2014 / 68 / EU - AD 2000
N conformity benchmark :
S fluid group : 2 categorie : 1V
S diagram . 2 module : H1
y scale : 1:22.5 Maschinen. description :
- 2 our no. : - und Behélterbau )
™ =% R GubH pressure vessel horizontal
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